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AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven

Section 911 Page 589P
Date  March 27, 2014

Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

50
 G

PM

42 2950 3-383-9A
45 2950 3-383-9A
50 2950 3-383-9A
55 2950 3-383-9A
60 2950 3-383-9A
61 2950 3-383-9B

65
2950 3-383-9A
2950 3-383-9B

70
2950 3-383-9A
2950 3-383-9B

75
2950 3-383-9A
2950 3-383-9B

80
2950 3-383-9A
2950 3-383-9B

85
2950 3-383-9A
2950 3-383-9B

90
2950 3-383-9A
2950 3-383-9B

95
2950 3-383-9A
2950 3-383-9B

100
2950 3-383-9A
2950 3-383-9B

105 2950 3-383-9A
110 2950 3-383-9A
111 2950 3-383-9A

For further details on pump performance, please contact your local 
Aurora fire pump distributor.



AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven
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Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

10
0 

GP
M

43 2950 3-383-9A

45 2950 3-383-9A

50 2950 3-383-9A

55 2950 3-383-9A

58 2950 3-383-9B

60
2950 3-383-9A

2950 3-383-9B

65
2950 3-383-9A

2950 3-383-9B

70
2950 3-383-9A

2950 3-383-9B

75
2950 3-383-9A

2950 3-383-9B

80
2950 3-383-9A

2950 3-383-9B

85
2950 3-383-9A

2950 3-383-9B

90
2950 3-383-9A

2950 3-383-9B

95
2950 3-383-9A

2950 3-383-9B

98 2950 3-383-9B

100 2950 3-383-9A

105 2950 3-383-9A

110 2950 3-383-9A

112 2950 3-383-9A

For further details on pump performance, please contact your local 
Aurora fire pump distributor.
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AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven

Section 911 Page 591P
Date  March 27, 2014

Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

15
0 

GP
M

41 2950 3-383-9A

45 2950 3-383-9A

50 2950 3-383-9A

55 2950 3-383-9A

56 2950 3-383-9B

60
2950 3-383-9A

2950 3-383-9B

65
2950 3-383-9A

2950 3-383-9B

70
2950 3-383-9A

2950 3-383-9B

75
2950 3-383-9A

2950 3-383-9B

80
2950 3-383-9A

2950 3-383-9B

85
2950 3-383-9A

2950 3-383-9B

90
2950 3-383-9A

2950 3-383-9B

95
2950 3-383-9A

2950 3-383-9B

96 2950 3-383-9B

100 2950 3-383-9A

105 2950 3-383-9A

110 2950 3-383-9A

112 2950 3-383-9A

For further details on pump performance, please contact your local  
Aurora fire pump distributor.



AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven
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Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

20
0 

GP
M

51 2950 3-383-9

53 2950 3-383-9B

55
2950 3-383-9

2950 3-383-9B

60
2950 3-383-9

2950 3-383-9B

65
2950 3-383-9

2950 3-383-9B

70
2950 3-383-9

2950 3-383-9B

75
2950 3-383-9

2950 3-383-9B

80
2950 3-383-9

2950 3-383-9B

85
2950 3-383-9B

2950 3-383-9

90
2950 3-383-9B

2950 3-383-9

95
2950 3-383-9B

2950 3-383-9

97 2950 3-383-9

For further details on pump performance, please contact your local 
Aurora fire pump distributor.
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AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven

Section 911 Page 593P
Date  March 27, 2014

Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

25
0 

GP
M

49 2950 3-383-9B

50 2950 3-383-9B

55 2950 3-383-9B

60 2950 3-383-9B

65 2950 3-383-9B

67 2950 4-383-9

70
2950 3-383-9B

2950 4-383-9

75
2950 3-383-9B

2950 4-383-9

80
2950 3-383-9B

2950 4-383-9

85
2950 3-383-9B

2950 4-383-9

90
2950 3-383-9B

2950 4-383-9

92 2950 3-383-9B

95 2950 4-383-9

99 2950 4-383-9

For further details on pump performance, please contact your local  
Aurora fire pump distributor.



AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven
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Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

30
0 

GP
M

64 2950 4-383-9

70 2950 4-383-9

75 2950 4-383-9

80 2950 4-383-9

85 2950 4-383-9

90 2950 4-383-9

95 2950 4-383-9

97 2950 4-383-9

For further details on pump performance, please contact your local 
Aurora fire pump distributor.
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AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven

Section 911 Page 595P
Date  March 27, 2014

Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

40
0 

GP
M

63 2950 4-383-10

65 2950 4-383-10

70 2950 4-383-10

75 2950 4-383-10

80 2950 4-383-10

85 2950 4-383-10

90 2950 4-383-10

95 2950 4-383-10

100 2950 4-383-10

105 2950 4-383-10

110 2950 4-383-10

116 2950 4-383-10

For further details on pump performance, please contact your local  
Aurora fire pump distributor.



AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven
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Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

45
0 

GP
M

62 2950 4-383-10

65 2950 4-383-10

70 2950 4-383-10

75 2950 4-383-10

80 2950 4-383-10

85 2950 4-383-10

90 2950 4-383-10

95 2950 4-383-10

100 2950 4-383-10

105 2950 4-383-10

110 2950 4-383-10

115 2950 4-383-10

For further details on pump performance, please contact your local 
Aurora fire pump distributor.
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AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven

Section 911 Page 597P
Date  March 27, 2014

Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

50
0 

GP
M

59 2950 4-383-10

65 2950 4-383-10

70 2950 4-383-10

75 2950 4-383-10

80 2950 4-383-10

85 2950 4-383-10

90 2950 4-383-10

95 2950 4-383-10

100 2950 4-383-10

105 2950 4-383-10

110 2950 4-383-10

113 2950 4-383-10

For further details on pump performance, please contact your local  
Aurora fire pump distributor.



AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven

Section 911 Page 598P
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Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

75
0 

GP
M

62 1475 8-383-18

65 1475 8-383-18

70 1475 8-383-18

75 1475 8-383-18

80 1475 8-383-18

85 1475 8-383-18

88 1475 8-383-18

For further details on pump performance, please contact your local 
Aurora fire pump distributor.
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AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven

Section 911 Page 599P
Date  March 27, 2014

Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

10
00

 G
PM

58 1475 8-383-18

59 1475 8-383-18A

60
1475 8-383-18

1475 8-383-18A

65
1475 8-383-18

1475 8-383-18A

70
1475 8-383-18

1475 8-383-18A

75
1475 8-383-18

1475 8-383-18A

80
1475 8-383-18

1475 8-383-18A

85
1475 8-383-18

1475 8-383-18A

88 1475 8-383-18A

For further details on pump performance, please contact your local  
Aurora fire pump distributor.



AURORA® SELECTION TABLES
Vertical Inline Fire Pump
50 Hz Electric Motor Driven
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Electric Driven

Flow
Pressure

(psi)
Speed 
(rpm)

Pump Size 
and 

 Model

12
50

 G
PM

55 1475 8-383-18A

60 1475 8-383-18A

65 1475 8-383-18A

70 1475 8-383-18A

75 1475 8-383-18A

80 1475 8-383-18A

85 1475 8-383-18A

For further details on pump performance, please contact your local 
Aurora fire pump distributor.


