
December  © 2017 Pentair Ltd.

Section PREMIUM EFFICIENT Page 101

00

5

10

15

20

25

30

35

40

45

15

30

45

60

75

90

105

120

135

150

0

0 10 20 30 40 50 60 70 80 90 100 110 120 130 140

50 100 150 200 250 300 350 400 450 500 550 600 650

H
EA

D
 - 

FT

H
EA

D
 - 

m

FLOW - USGPM

CAPACITY - m3/h

7.5 HP
10HP

40%

50%

55%

59%

59%

50%

55%

40%

10" DIA.

9.5" DIA.

9" DIA.

8.5" DIA.

8" DIA.

Performance Curve – H3H(X)P
RPM: 1750      DISCHARGE: 3"      SOLIDS: 3"



December  © 2017 Pentair Ltd.

Section PREMIUM EFFICIENT Page 102 

00

5

10

15

20

25

30

35

40

45

15

30

45

60

75

90

105

120

135

150

0

0 20 40 60 80 100 120 140 160 180 200 220 240

100 200 300 400 500 600 700 800 900 1,000 1,100 1,200

H
EA

D
 - 

FT

H
EA

D
 - 

m

FLOW - USGPM

CAPACITY - m3/h

7.5 HP

10 HP
15 HP

50%

50%

60%

60%

65%

65%

10" DIA.

9.5" DIA.

9" DIA.

8.5" DIA.

8" DIA.

Performance Curve – H4H(X)P
RPM: 1750      DISCHARGE: 4"      SOLIDS: 3"



December  © 2017 Pentair Ltd.

Section PREMIUM EFFICIENT Page 103

0

5

10

15

20

25

30

35

40

45

H
EA

D
 -F

EE
T

CAPACITY - GPM

0 100 200 300 400 500 600 700

5 HP

3 HP

9" DIA.

8.5" DIA.

8" DIA.

7.5" DIA.

50%
60%

63%

65%

63%

60%

Performance Curve – S4M(X)P
RPM: 1150      DISCHARGE: 4"      SOLIDS: 3"



December  © 2017 Pentair Ltd.

Section PREMIUM EFFICIENT Page 104 

0

10

20

30

40

50

60

70

80

90

100

H
EA

D
 -F

EE
T

CAPACITY - GPM

10 100 200 300 400 500 600 700 800 900 1000 1100

8.5" DIA.

8" DIA.

7.5" DIA.

7" DIA.

6.5" DIA.

9" DIA.

15 HP

10 HP
7.5 HP

50%

60%

65%

69%

5 HP

65%

69%

Performance Curve – S4M(X)P
RPM: 1750      DISCHARGE: 4"      SOLIDS: 3"



December  © 2017 Pentair Ltd.

Section PREMIUM EFFICIENT Page 105
Performance Curve – C4S(X)P
RPM: 1750      DISCHARGE: 4" 
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Performance Curve – S6L(X)P
RPM: 870      DISCHARGE: 6"      SOLIDS: 3-1/4"
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Performance Curve – S6L(X)P
RPM: 1750      DISCHARGE: 6"      SOLIDS: 3-1/4"
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Performance Curve – S6A(X)P
RPM: 1150      DISCHARGE: 6"      SOLIDS: 3-3/4"
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Performance Curve – S8F(X)P
RPM: 870      DISCHARGE: 8"      SOLIDS: 3-1/4"
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Performance Curve – S8F(X)P
RPM: 1750      DISCHARGE: 8"      SOLIDS: 3-1/4"
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Performance Curve – S8L(X)P
RPM: 1150      DISCHARGE: 8"      SOLIDS: 4"
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Performance Curve – S12L(X)P
RPM: 1750      DISCHARGE: 12"      SOLIDS: 6"
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Performance Curve – S12L(X)P
RPM: 870      DISCHARGE: 12"      SOLIDS: 6"
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